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FERROUS ALLOYS

Law Castings Anode List

Part No. Description Bolts & Nuts Weight
LM100 |Shaft Anode 25mm 1” Yes 0.5 Kg
LM101 [Shaft Anode 31mm 1 /4" Yes 0.8 Kg
LM120 [Shaft Anode 33mm Yes 0.7Kg
LM102 |Shaft Anode 38mm 1 %" Yes 1.0Kg
LM103 |Shaft Anode 44mm 1 %" Yes 1.5 Kg
LM121 |Shaft Anode 48mm Yes 1.0Kg
LM104 |Shaft Anode 51mm 2” Yes 2.5 Kg
LM105 |Shaft Anode 57mm 2 4" Yes 2.8 Kg
LM106 |Shaft Anode 63mm 2 %" Yes 3.0 Kg
LM107 [Shaft Anode 70mm 2 %" Yes 3.5 Kg
LM108 |Shaft Anode 75mm 3" Yes 4.0 Kg
LM109 |[Shaft Anode 88mm 3.5" Yes 16 Kg
LM110 |Shaft Anode 100mm 4~ Yes 5.0 Kg
LM113 |Shaft Anode 140mm 5.5” Yes 18 Kg
Part No. Description Strap Size Weight
LM200 |[Square Anode Small 75x75x25 None, Hole can be drilled 1.0 Kg
LM201 [Square Anode Medium 150x75x25 None, Hole can be drilled 2.0 Kg
LM202 |[Square Anode Large 152x152x25 None, Hole can be drilled 2.5Kg
LM302 [Square Anode 100x100x35 None, Hole can be drilled 2.5 Kg
LM203 |Anode 100x50x300 Long 50x3 (150CL) ©@22x28 Slot 9.5 Kg
LM300 |Anode 100x50x300 (Aluminium) 50x3 (150CL) @22x28 Slot 3.5Kg
LM301 |Anode 95x26x295 Long 25x3x300 Long (Steel) 1 end (5.0 Kg
LM305 |Anode 95x40x295 Long 30x5x445 Long (Steel) 1 end [8.0 Kg
Part No. Description Strap Size Weight
LM205 |Tear Drop Anode Small 300x3 10 hole one end 1.0 Kg
LM206 [Tear Drop Anode 155x80x45 300x3 10 hole one end 2.5Kg
Part No. Description Strap Size Weight
LM210 |Wedge Anode Small 95x40x22 150x3 (118CL) @8x14 Slot 0.45 Kg
LM211 [Wedge Anode 105x60x27 150x3 (118CL) @8x14 Slot 0.65 Kg
LM212 [Wedge Anode Large 110x60x30 170x3 (142CL) @8x14 Slot 1.0 Kg
Part No. Description Strap Size Weight
LM215 |Oval Anode Small 300x130x35 40x3, (150CL) B14 Hole 7.0 Kg
LM216 |Oval Anode 310x146x45 40x3, (150CL) B14 Hole 10.5 Kg
LM217 [Oval Anode 219x108x25 No strap (127CL) @12 Hole |3.5 Kg
Part No. Description Strap Size Weight
LM220 |Round Anode Dia 195x45 Thick Internal (suit M12 Bolt) 9.5 Kg
LM221 |Sea Chest Anode Dia 125x35 Thick Internal (suit M8 Bolt) 2.5Kg

Free delivery in Perth metro area

Our standard Anode material is Zinc, made to Australian Standard AS2239-2003 Z1
We can supply in Aluminium AS2239-2003 A1 on request
We can supply in Zinc AS2239-2003 Z2 on request
We can also manufacture custom size anodes to suit your requirements




